
                                                                        

 

Approved BLS AMBULANCE 
Equipment and Supplies 

 

Equipment and supplies listed on this list are approved by the BLS Medical Director and the 
Delaware State Fire Prevention Commission (SFPC) for use on Delaware BLS ambulances and 
water ambulances.  Each category on this list will have specifics that the device MUST meet in 
order to be approved.  Any agency who wishes to have an item placed on the approved list must 
ensure that the item in question meets the requirements set forth in this document and submit to 
the SFPC for approval.  The request must also contain the training program to be used (if 
applicable) to orient your agencies personnel to the device being requested to be approved.  The 
SFPC will consult with the BLS Medical Director and issue written correspondence to the 
requesting agency of approval or denial (with reason).  The device will then be placed on the 
“approved equipment/supplies” listing.  Any questions or concerns can be directed to the BLS 
Administrator from the SFPC. 

 

Revision Date:  1/1/25 

Revised By:  G. Brennan 

Item: Pelvic Binder 

Revised Date: 1/1/25 

Requirements: Must be able to secure/stabilize a suspected fractured pelvis in an adult 
patient.  Must be able to fit a variety of patient sizes from small to large (28”-
54” waist circumference).  Must be in date if applicable. Device is SINGLE 
USE ONLY. 

Approved Devices: Notes: 

SAM Pelvic Binder Must Contain all 3 adult sizes 

TPOD Pelvic Binder Must be in date and in 
packaging 

 



 

Item: Pulse Oximeter 

Revised Date: 1/1/25 

Requirements: Must be a medical device. NON-medical devices do not have any quality 
controls performed and are generally unreliable and commonly give false 
readings.  Device MUST provide pulse reading AND pulse oximetry display.  
Should have pulse quality meter.  Preferred to have SpO2 waveform 
capability. 

Approved Devices: Notes: 

ANY NONIN SpO2 devices  

ANY MASIMO SpO2 devices  

ANY Curaplex brand SpO2 device  

ANY Nellcor brand SpO2 device  

ANY Dynamed (Dynarex) brand SpO2 device  

ANY ADC brand SpO2 device  

 

Item: Vitals Signs Monitor 

Revised Date: 1/1/25 

Requirements: Device must NOT be able to deliver therapy (energy).  Device MUST have the 
following:  NIBP, SpO2, Pulse.  As options, may have: Respiratory Rate, 
Temperature, Co-Oximetry (CO monitoring).  Can Not have ECG leads (if 
equipped to monitor) on unit.  Unit can have option for ETCO2 expansion 
capability for future use.  Should have trending capabilities.  Must be medical 
grade device, programmable settings such as BP intervals, alarms, set 
date/time.  Device must have ability to transmit (wirelessly, through USB, or 
printing) all vitals so that they may be input into DEMRS.  Device should be 
calibrated annually and BIOMED certified. 

Approved Devices: Notes: 

Zoe 740 select vitals monitor Should be suitable for EMS 
transport unit 

TEMPUS Pro Monitor CAN NOT HAVE DEFIB 
MODULE, no ECG leads, no 
ETCO2 monitoring cables 

Welsh Allen PROPAQ Series 2xx (all 200 series) CAN NOT have ECG Leads, 
must have printing, SpO2, NiBP 
capability 

 



 

Item: CPAP 

Revised Date: 1/1/25 

Requirements: Must be able to provide minimum 5mmHg PEEP to a max of 15mmHg of 
PEEP.  Should have at least 3 settings. Have ability to provide at least 30% 
FiO2. Have ability to provide in-line neb through single portable O2 regulator.  
Needs to be able to be connected to onboard oxygen.  Should have multiple 
mask sizes available that covers mouth and nose (minimum Medium and 
Large). 

Approved Devices: Notes: 

BLS Rescuer II  

O2-Max CPAP Circuit Must have quick connect 
adaptor to plug into onboard 
oxygen, may have quick 
connect receiver on portable 
O2 regulator or have threaded 
DISS port 

GO-PAP Must have a NEB-CONNECT 
adaptor to allow neb flowing 
through DISS port adaptor 

Emergent Respiratory (Little Yellow Machine) Must be calibrated annually 
through BIOMED, Must have 
ability to administer nebulizer 
in-line (adaptor) 

 

Item: Adult and Pediatric Splints 

Revised Date: 1/1/25 

Requirements:  

Approved Devices: Notes: 

Padded Board Splints 2 – 15”,  2 - 36”, 2 – 54” 

Fracture Pak Splints (Velcro) 1 shild leg, 1 child arm, 1 adult 
leg, 1 adult arm is a complete 
set 

Vac-u-splints Must have pump, minimum of 1 
small, 1 medium, 1 large 

Fasplint Vacuum Splints Must have compatible pump, 1 
small, 1 medium, 1 large 

 



 

Item: AED 

Revised Date: 1/1/25 

Requirements: Must be pediatric capable device.  Must be able to be programmed to meet 
Delaware BLS protocols in reference to energy delivery.  Must be a bi-phasic 
energy delivery device.  Pediatric capability should be through: Attenuated 
pads, a key, or a button to change to pediatric mode.  Pads can be combo 
adult/peds or separate.  If separate, must have 2 sets of adult and 1 set of 
peds.  If combo adult/peds, must have 2 sets of pads. 

 

 

Approved Devices: Notes: 

Stryker Lifepak 1000 Must have pediatric attenuated 
pads 

Stryker Lifepak CR2 Have 2 sets of combo pads and 
peds button 

Stryker Lifepak CR Express Must have pediatric attenuated 
pads 

Zoll AED Pro Must have optional pedi-padz II 

Zoll AED 3 (SEMI AUTO ONLY) Has PEDS button, pads are 
both adult and peds 

Zoll AED Plus Must have optional pedi-padz II 

Phillips FRx Must have peds key 

Phillips Heart onsite Must have peds pads set up 

Phillips Heart Start FR3 Must have peds key 

 

 

 

 

 

 

 

 

 

 

 

 



 

Item: Pediatric Reference Guide 

Revised Date: 1/1/25 

Requirements: Must be able to determine approximate weight using length.  Based on 
length, EMS clinician should be able to determine the following:  Oral and 
Nasal  

 

Approved Devices: Notes: 

Broselow Pediatric Reference Tape 2019 edition is latest 

Peditape 2023 edition is latest 

Pediwheel 2023 edition is latest 

Dose by Growth Tape – EMS 2024 edition 

Dose by Growth Tape – Mini Must have EMS tape as well 

 


